
 

ADVICE & HELP / AFTER SALES INDUCTION G4 
TC SELECT DOMINO 

 

1. To detect the wrong breakdowns : 
 

1-1 Connection to the electric network: 
  Control the tightening  Control if the earth wire (green/yellow) is connected 

  
Braun = Phase    
Blue = Neutral    
Green/Yellow = Earth   
 
 The control of the connection and of the tightening must be done before any 
intervention in the hob. 

 A wrong tightening can be at the origin of a breakdown. 



1-2 Installation: 
  Control the installation of the gasket under the glass.  If the glass is glued with silicone  leave the glass in place and dismount the 

steel case under the work plan.  Control the ventilation of the air coming in of the ventilator (minimum 2 cm of 
space). 

 
1-3 Use: 

  To start the hob it is necessary to keep the key [0/I] pressed during 2 to 3 
seconds.  During the first times of use, the cooking appliance will release an smell of 
„new“. 

 
1-4 Ventilation: 

  The ventilation starts as soon as the heating zones reach a certain level of 
temperature.  This ventilation goes on cooling the heating zones even after the stop of 
cooking. 

 
1-5 Securities: 

  In case of overflow, the hob stops as soon as 2 keys at least of the control 
panel are covered with the liquid of overflow.   In case of overheating of the heating zones, an automatic and progressive 
reduction of the power takes place.  

 
 

2. To determine the breakdown according to the indications of the 
control panel. 

 
 
Display Designation Function 
0 zero the heating zone is activated 
1…9 level of power selection of the cooking level 
E Error message electronic failure 
H residual heat heating zone is hot 

 
 
2-1 Fast starting : 
 

With the connection of the hob to the electric network, two « _ » appear and then 
get off. 
 
 
 
 
 
 
 



After that, press the key On/Off, « 0 » appears. 
 

 
 
 
 
 
 
 
If no handling is made within 20 seconds, everything switches off.  
Therefore, before the 20 seconds, press the key « + » of the cooking zone to 
use. 
Then, either press the key « + » to regulate gradually from 4 to 9, by successive 
keys, or press. the key « - » to regulate while decreasing from 9 to 1, by 
successive keys. 
 
 

 

2-2 Locking 
 

To put the locking of the hob in function. 
 

Press the key On/Off. 
Press the key « lock » 
 
 
 
 
 
 
 
That corresponds to a main switch, nobody can start the hob anymore (children 
security) and the hob can be cleaned without fear to put it in function. 

 
To unlock the hob. 
 

Press the key On/Off. 
Press the key « lock » 
 
Caution:  
To cancel the security realized on the hob, it is imperative:  
- either to wait 20 seconds so that the control lights switches off, 
- or to press the key On/Off to stop the hob. 
 
If a short circuit occurs after having been put in security, that does not cancel the 
locking. 
The electronic keeps indeed this security in memory and at the moment of the 
re-connection, the light will appear while pressing the key On/Off. 


